MOUNTED POINTS

‘A’ Shapes
Vitrified

All "A’ shape mounted points
have 6mm melric shanks.
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Resinoid

Resinoid are used in fabrication shops and
foundries for rapid stock removal. Also used
for grinding stainless steel.

PA-Pink aluminium
oxide for general
purpose grinding of
most types of steel

and iron.

SHAPE SPEC S&G CODE
Al PA46PV CG9001
A2 PA46PV CG9002
A3 PA46PV CG9003
A4 PA46PV CG9004
A5 PA46PV CGY005
A6 PA46PV CG9006
All PA46PV CG9011
Al2 PA60OPV CGY012
Al3 PA46PV CG9013
Al5 PA60QV CG9015
A21 PA46PV CG9021

A22 PA46PV CG9022
A23 PA46QV CG9023
A24 PASOQV CG9024
A25 PA46PV CG9025
A26 PA60OPV CG9026
A3l PA46PV CG9031
A32 PA46PV CG9032
A33 PA46PV CG9033
A34 PA46PV CG9034
A35 PA46PV CG9035
A36 PAGOPV CG9036
A37 PAGOPV CG9037
A38 PAGOPV CG9038
A39 PAGOPV CG9039
A40 PAG6OPV CG9040

SHAPE SPEC S&G CODE
Al A60Q4B CG6001
A3 A60Q4B CG6007
All A60Q4B CG6008

Al12 A60Q4B CG6009
A24 A60Q4B CG6010
A26 A60Q4B CG6005




